
KIC5000 SERIES
(PIN CODE, BLE, WIFI)

Medium Duty Commercial Lever
Installation Guide



Need more assistance?
We’re here to help!

Visit Our Website
Find our more about  

our locks at keyincode.com

Contact Support
978-207-0269

techsupport@keyincode.com

Here’s what you’ll need:

 Power Drill

2 1/8” Hole Saw  
(optional if the door is not 
preconfigured with this hole)

1” (25mm) Drill Bit (for the 
middle hole and edge 
borehole if the door is not 
preconfigured)

3/8” (10mm) Drill Bit (for the 
upper 2 support holes)

 Four AA Batteries

 Phillips Screwdriver

 Measuring Tape

 Adhesive Tape



WHAT’S IN THE BOX?
Let’s make sure you have everything you need. If you’re missing anything,  
contact 978-207-0269 or email tech support at techsupport@keyincode.com.

PLEASE NOTE: Optional items can be provided upon request for fire rating purposes.

.

Interior Lock

2 Strike Plates 2 Rubber Gaskets Cylinder Cover 2 Keys

Exterior Lock 2 3/8” (60mm) Latch 2 3/4” (70mm) Latch

Lever Handles

Fire Cup (Optional)

Support Post Spindle Hardware SetThreaded Cable tube 
(Optional)

Cable Tube Fire 
Cap (Optional)

Alignment Insert Storeroom 
Tailpiece 

(Optional)



LET’S GET STARTED
PLEASE NOTE: Installation steps are the same for all 5000 series locks. If you are 
installing non Wi-Fi locks, Wi-Fi connector and antenna are not supplied or required. 

First things first, let’s get your new lock installed.

DRILLING NEW HOLES?
Most doors will have an existing hole drilled for a lever installation. If your door needs to 
be drilled, you’ll need to drill a 2 1/8“ (54mm) face bore hole for the lockset on the face of 
the door, as well as a 1” edge bore hole for the latch on the edge of the door.

STEP 1
POSITION THE TEMPLATE.

Crease the template along one of the dotted lines (60mm (23/8”) or 70mm (2 ¾”) latch). 
Place the template on the door and position with the existing bore hole.
Once the template is aligned, tape it to the door.

QUICK TIP

The backset is the distance from the center of 
the face bore hole to the edge of the door.

Exterior of Door

 Edge Bore 
Hole for Latch Face Bore Hole



STEP 2
MARK CAREFULLY AND DRILL.

Use a thumbtack or sharp object to mark the center of each hole you will drill. Mark the 
three holes on the exterior of the door. Then apply the template to the interior of the  
door and mark the holes from this side as well.

QUICK TIP

View the template from the other side of 
the boring hole to make sure it’s aligned.

Exterior of Door

Interior of Door



Remove the template.

Make sure the markings are aligned precisely from one side of the door to the other  
and double check all the measurements and markings before drilling.

Align the drill bit over your mark and hold the door steady. Keep the drill level and 
straight. Drill the 3/8” holes halfway through on the first side. 

Then drill the remaining half from the other side of the door. This prevents damage  
to the door and improves accuracy.

Repeat these steps for the 1” middle hole. 

PLEASE NOTE:
A ½” hole could be drilled instead of  a 1” hole if the support tube will  not be used.

We use a 1” hole in this example in case the optional support tube will be used.

3/8” (10mm) Drill Bit

1” (25mm) Drill Bit

Interior of DoorExterior of Door

Drill halfway through
on each side

Exterior of Door Interior of Door



STEP 3
INSTALL LATCH.

OPTIONAL:
If you are using a 70mm latch, and would like to use the fire cup, insert the fire cup into 
the 54mm (21/8“) boring hole. Place the open side of the fire cup to face the keypad 
side with the small bolt through-hole at the bottom. Install the latch using the screws 
provided, with the bevel towards the door frame.

X2

QUICK TIP

Make sure the latch plate lays flush with the door. If the latch plate is not flush with 
the door, draw an outline around the faceplate edge and chisel a rebate to allow 
the latch to lay flush with the door edge.



STEP 4
PREPARE THE EXTERIOR, KEYPAD SIDE OF THE LOCK.

A. Screw the latch support post to the back plate of the exterior,  
keypad half of the lock. 

Put it in the outer hole of Side A for a left hand hung door and in outer hole B for a right 
hand hung door. Be sure to screw the latch support post in the hole that aligns with the 
through-hole in the latch you’re using.

PLEASE NOTE: A left hand hung door will have the hinges on the left side when  
facing the exterior side of the door, a right hand hung door will have the hinges  
on the right.

A

Showing outer hole of Side A for a left hand hung door.

B. OPTIONAL: Cable Tube
Installing the cable tube is optional. It does provide some extra stability and fire 
protection but is not required.

PLEASE NOTE:
You will need to have drilled a 1” middle hole in order to use the cable tube. 
Screw the cable tube into the front plate (slotted side out), passing the cable 
through the tube. If needed, use the slot at the end of the tube and a flat head 
screwdriver to screw the cable tube far enough into the exterior of the lock. 
Be sure to screw the cable tube in far enough.



C. Fit the rubber gasket on the back plate.

QUICK TIP

You will see your lock’s serial and model number on the sticker on the back of 
the lock. Write it down or take a picture for your records. This number is needed 
during online registration after installation. You will also find this sticker on the 
lock’s box.

C



STEP 5
PREPARE THE INTERIOR, BATTERY PACK SIDE OF THE LOCK.

A. Remove Interior Fixing Plate.
To remove the fixing plate from the interior portion of the lock, start by removing the 
battery cover. Use a phillips head screwdriver to remove the screw at the top of the cover.
Next, remove the four screws from the back plate.

B. Separate the interior fixing plate and apply the other rubber gasket.

A

B



STEP 6
INSTALLING THE LOCK.

A. Spindle
Place the spindle into the latch with the spring on the keypad side (exterior) of the door.

B. Place the keypad side of the lock
Place the exterior, keypad side of the lock onto the door, passing the cables through  
the middle hole in the door. Insert the spindle into the lock hub and the latch support 
post through the latch.

A

B
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C. Interior fixing plate
Pass the wires and spindle through the interior fixing plate and hold both sides  
of the lock to the door.

PLEASE NOTE: If using the optional cable tube, screw the ring nut onto the  
tube until finger tight.

C



D. Temporary Alignment Insert
Fit the alignment insert over the spindle. This will be placed temporarily to position 
the fixing plate before being removed.

E. Secure the Fixing plate
Screw the three fixing bolts through the back fixing plate and into the interior  
half of the lock.

QUICK TIP

Make sure you are using the correct size bolts before tightening. 
You do not want to use bolts too long for your door.

Interior of DoorD
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G. Remove The Alignment Insert
If the insert is left in place, it could cause problems with the lock. Please make sure to 
remove this insert before moving to the next step.

H. Connect Power Cables
Connect the power cables, storing any excess cable in the door. (If using optional cable 
tube, screw end cap on.)

G

H

F. DO NOT SKIP THIS TEST:
Check that the spindle turns freely and the latch retracts and projects smoothly 
with the alignment insert in place. This can be checked by gripping and turning 
the handle hub on the keypad side of the lock. If it is too tight, you will notice  
that the latch does not smoothly and easily snap back into place. Loosen the 
fixing bolts slightly and adjust the position of the fixing plate until the spindle 
turns freely. Tighten the fixing bolts. Test the spindle again.
Do not over-tighten the bolts.



I. Install Batteries.
Insert four name brand, AA, Alkaline or Lithium batteries into the battery compartment.

IMPORTANT: Do not use rechargeable batteries.

J. Place the interior lock body on to the inside fixing plate.
Fit the interior lock body over the back fixing plate. Slide the spindle into the lock body. 
Be sure to guide the gold Wi-Fi antenna connector through the battery cover opening  
for Wi-Fi locks.

K. Secure the interior lock body to the door using the four screws.
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L. Wi-Fi Connector
For Wi-Fi locks only connect the gold Wi-Fi cable to the connector board on the battery 
cover. Push until you hear the cable connect in the port. You should hear the antenna 
cable pop into place when fully connected. Once connected, try not to disconnect  
too frequently.

M. Battery cover
Store the Wi-Fi antenna in the lock body and fit the battery cover on and secure  
with screw.

Wi-Fi locks only Wi-Fi locks onlyL

M



STEP 7
HANDLE INSTALLATION.

A. Interior Handle
Fit the interior handle over the hub. Use the small Allen wrench to loosen the hex screw 
enough to allow the handle to slide onto the lock. Once in place, tighten the hex screw.

A

B. Outside (keypad) Handle
Fit the key cylinder plate over the key cylinder. Then install the outside handle.

B



A. FOR PIN CODE ONLY LOCKS (Locks default Master code as supplied is: 1234)

Change to your selected new  
Master code as follows:

Current Master code ● #10 ●  
Enter length of Master code followed  
by new Master code

EXAMPLE:
1234 ● #10 ● 8888 
Result: New Master code is: 8888

STEP 8
CHANGE MASTER OR PROGRAMMING CODE.

As good practice it is advised that default Master/Programming codes are now changed:

Your new Master code:

Your User PIN:

Your new Programming code:

B. FOR WIFI CAPABLE LOCKS E.G. KIC6580  
(Locks default Programming code as supplied is: 123456)

Change to your selected new Programming  
code as follows:

Current Programming code # 100 #  
New Master code (4–8 digits) #

EXAMPLE:
123456 # 100 # 666666 #
Result: New Programming code is: 666666

NOTE: Lock cannot be opened with a programming code, a PIN code is required.

STEP 9
SET PIN OR USER CODE.

A. FOR PIN CODE ONLY LOCKS

Master code ● 01 ● 

User code ID e.g. 05 ● 

New Code e.g. 4321 ● ● 
Result: New code 4321 entered at User code 
ID 05 (when user enters code).



B. FOR WIFI CAPABLE LOCKS E.G. KIC6580

Enter new PIN for lock as follows: Programming code# 110 # new PIN code # ● ●

EXAMPLE:
123456 # 110# 121212 # ● ●

Result: New Pin Code is 121212

NOTE: PIN codes must be:

a) 4–8 digits long

b) Cannot be single digit codes (e.g. 2222)

c) Cannot be sequential (e.g. 1234)

CONGRATULATIONS!  
Your lock is now installed.

Your PIN code:

STEP 10
TEST YOUR LOCK.

Before closing the door check the operation of your lock.

Depress the internal lever to retract the latch, ensuring it fully retracts and springs  
back into place when the lever returns to its resting point.

Test the outside of the lock by entering the New PIN or User code. LED`s should flash 
either green or blue dependant on model, depress the handle which should now  
retract the latch.

Your lock is now installed! Enter in your new PIN or User code.



KEYINCODE LLC
55 Concord Street, Unit 231

North Reading, Massachusetts 01864, USA

978-207-0269  |  sales@keyincode.com  |  keyincode.com

Need more assistance?
We’re here to help!

KIC5000-IG-050124


